Declaration of performance WR-2017
In accordance with DIN EN 15102 (08/2019)

1. Unique identification code of the

product type:

2. Purpose:

3. Name and manufacturer:

4. Notified bodies:

5. Declared services

¢ I

WALL RAPTURE

WALL RAPTURE Decorative surface coating

(Standard concrete 100 - X, rust concrete 140 - X, vintage concrete 150 -
X, spatula technology - scratch plaster look 170 - X, Spatula technique
175 - X, grate standard 500)

Wall Rapture Germany surface coatings can be used for walls,
ceilings and material cladding in buildings.

Wall Rapture Decorative surface coating

Wall Rapture Germany GmbH
Hoyerswerdaer StraRe 42
Bautzen 02625

MPA Dresden GmbH Report 20171691/01
EPH Dresden GmbH Report 2520096

substances into the indoor air

Main features Performance | Technical specification
Fire behavior C—s1,d0 DIN EN13501 - 1: 2010-01, test no. 20171691/01, carried
out on gypsum board, minimum gross density 519 kg / m3,
quality class A1 & A2-s1, dO, fastening with power
adhesive for (100,140,150) with 210 g / m2 and (500) 130
g/ m2**
Migration of heavy metals and Compliant Tested according to DIN EN 12149 (01/1998) for As, Ba,
specific elements Cd, Cr, Hg, Pb, Sb, Se for article no. 140 & 500 *
Formaldehyde release Compliant Tested according to DIN EN 12149 (01/1998) for article no.
<120 mg/kg | 140 & 500 *
| Determination of the vinyl chloride Compliant Tested according to DIN EN 12149 (01/1998) for article no.
monomer <0,2 mg/kg 140 & 500 *
Release of other dangerous Compliant

**for 170, 175 surface structure change corresponds to material composition of 140
* for 100, 150, 170, 175 surface structure change corresponds to material composition of 140

6. Appropriate technical documentation:

Not applicable

The performance of the product corresponds to the declared performance. The manufacturer is solely
responsible for the information in this declaration of performance.

Signed for and on behalf of the manufacturer

ook -

R. Midller / Managing Director




Leistungserklarung WR-2017 ( l.ll ®

Im Sinne der DIN EN 15102 (08/2019) WALL RAPTURE

1. Eindeutiger Kenncode des WALL RAPTURE Dekorative Oberflachenbeschichtung
Produkttypes:

(Standard Beton 100 — X, Rost Beton 140 —X, Vintage Beton 150 —X,
Spachteltechnik — Kratzputzoptik 170 - X,
Spachteltechnik 175 — X, Rost Standard 500)

2. Verwendungszweck: Die Wall Rapture Germany Oberflachenbeschichtungen
kénnen zur Wand, Decken und Materialverkleidung in
Gebduden genutzt werden.

3. Name und Hersteller: Wall Rapture Dekorative Oberflachenbeschichtung
Wall Rapture Germany GmbH
Hoyerswerdaer Stralle 42
Bautzen 02625

4. Notifizierte Stellen: MPA Dresden GmbH Prifbericht 20171691/01
EPH Dresden GmbH Prifbericht 2520096

5. Erkiarte Leistungen

Wesentliche Merkmale Leistung Technische Spezifikation

Brandverhalten C-s1,d0 DIN EN13501 — 1: 2010-01, Prafnr. 20171691/01,
durchgefiihrt auf Gipsplatte Mindestrohdichte 519 kg/m3
Giteklasse A1 & A2-s1, dO, Befestigung durch Kraftkleber
fir (100,140,150) mit 210 g/m? und (500) 130 g/m?

Migration von Schwermetallen und Konform Gepriift nach DIN EN 12149 (01/1998) auf As, Ba, Cd, Cr,

spezifischen Elementen Hg, Pb, Sb, Se fiir Artikelnr. 140 & 500 *

Formaldehydabgabe Konform Gepriift nach DIN EN 12149 (01/1998) fur Artikelnr. 140 &
<120 mg/kg | 500 *

Bestimmung des Vinylchlorid- Konform Geprift nach DIN EN 12149 (01/1998) fiir Artikelnr. 140 &

Monomer <0,2 mg/kg 500 *

Freisetzung anderer gefahrlicher Konform

Stoffe in die Innenraumluft

et far 170, 175 Oberflachenstrukturveranderung entspricht Materialzusammensetzung von 140
fur 100,150,170, 175 Oberflachenstrukturveranderung entspricht Materialzusammensetzung von 140

*

6. Angemessene Technische Nicht zutreffend
Dokumentation:

Die Leistung des Produktes entspricht der erklarten Leistung. Verantwortlich fiir die Angaben in dieser
Leistungserklarung ist allein der Hersteller.

Unterzeichnet fur den Hersteller und in dessen Namen:

e

R. Miller / Gescha




